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PRIMIX Des mélangeurs statiques disponibles sur stock

Primix a  développé un programme de l ivra ison pour  mélangeurs  s t at iques 
permett ant  des déla is  de l ivra ison rapides.  Les  mélangeurs  s t at iques sont  en
pr incipe é laborés selon les  spéci f icat ions du c l ient.  Un plan spéci f ique es t
ét abl i  pour  chaque ordre et  la  product ion commence après  que le  c l ient  a i t
approuvé le  plan.  La durée de cette  procédure es t  d ’environ 3 semaines et
dans cer t aines s i tuat ions,  ce déla i  es t  considéré comme “trop long”.  
Nous avons spécia lement mis  sur  pied ce programme de l ivra ison af in de
répondre à  des s i tuat ions où i l  es t  impor t ant  d ’of f r i r  des  déla is  de l ivra ison
cour ts  à  des pr ix  intéressants.

Vous trouverez dans ce cat alogue les  produits  et  spéci f icat ions techniques qui
s ’ intègrent  dans ce programme de l ivra ison.  S i  vous par tez de f lu ides aqueux,
vous pouvez chois i r  un mélangeur s t at ique adapté sur  base des cr i tères  de
sélect ion.  Ceux-c i  peuvent être  l ivrés  de s tock ;  i l s  sont  disponibles  en AISI
316L et  PVC et  l ivrables  de f açon s t andard avec un grand nombre de raccords.
D’autres  matér iaux ou raccords souhaités  sont  disponibles  sur  demande.

Disponible  sur  s tock s igni f ie  en pr incipe une l ivra ison en 48 heures dépar t
entrepôt.  Les  mélangeurs  s t at iques que vous commandez avant  11.00 heures
sont  envoyés le  jour  suivant.  Les  commandes passées après  11.00 heures 
sont envoyées 2 jours plus t ard. Vous pouvez transmettre votre commande 
sur  www.pr imix.nl  en chois issant  le  bouton “Quick Del iver y  Sys tem” ou en
contact ant  notre dépar tement Ventes.  

WELDING END MIXER

POS NUMBER DESCRIPTION MATERIAL CERTIFIC ATE

1 1 Housing sch 40 s EN 10204 3.1B
2 Spiral  shaped element EN 10204 2.2
3

INS TALL ATION LENGTH
SIZE NUMBER OF ELEMENT S

2 3 4 5 6
DN15 55 80 105 130 155
DN20 69 104 139 174 209
DN25 89 134 179 224 269
DN32 115 175 230 290 345
DN40 133 203 268 333 398
DN50 180 260 345 430 515
DN65 210 310 410 510 610
DN80 260 380 510 630 760
DN100 336 496 666 826 996
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DIN2633 FL ANGE MIXER

DIN2576 FL ANGE MIXER

POS NUMBER DESCRIPTION MATERIAL CERTIFIC ATE

1 2 WN/RF F lange EN 10204 3.1B
2 1 Housing sch 40 s EN 10204 3.1B
3 Spiral  shaped element EN 10204 2.2

POS NUMBER DESCRIPTION MATERIAL CERTIFIC ATE

1 2 Flat  Welding f lange AISI  316L/1.4404 EN 10204 3.1B
2 1 Housing sch 40 s EN 10204 3.1B
3 Spiral  shaped element EN 10204 2.2

INS TALL ATION LENGTH
SIZE NUMBER OF ELEMENT S

2 3 4 5 6
DN15 125 150 175 200 225
DN20 145 180 215 250 285
DN25 165 210 255 300 345
DN32 195 255 310 370 425
DN40 215 285 350 415 480
DN50 270 350 435 520 605
DN65 300 400 500 600 700
DN80 360 480 610 730 860
DN100 440 600 770 930 1100

INS TALL ATION LENGTH
SIZE NUMBER OF ELEMENT S

2 3 4 5 6
DN15 61 86 111 136 161
DN20 75 110 145 180 215
DN25 97 142 187 232 277
DN32 123 183 238 298 353
DN40 141 211 276 341 406
DN50 188 268 353 438 523
DN65 220 320 420 520 620
DN80 270 390 520 640 770
DN100 348 508 678 838 1008
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BSP(F)  MIXER

BSP(M) MIXER

POS NUMBER DESCRIPTION MATERIAL CERTIFIC ATE

1 2 Nipple BSP Female EN 10204 3.1B
2 1 Housing sch 40 s EN 10204 3.1B
3 Spiral  shaped element EN 10204 2.2

POS NUMBER DESCRIPTION MATERIAL CERTIFIC ATE

1 2 Nipple BSP Male EN 10204 3.1B
2 1 Housing sch 40 s EN 10204 3.1B
3 Spiral  shaped element EN 10204 2.2

INS TALL ATION LENGTH
SIZE NUMBER OF ELEMENT S

2 3 4 5 6
DN15 / 1/2” 123 148 173 198 223
DN20 / 3/4” 141 176 211 246 281
DN25 / 1” 175 220 265 310 355
DN32 / 11/4” 211 271 326 386 441
DN40 / 11/2” 229 299 364 429 494
DN50 / 2” 292 372 457 542 627

INS TALL ATION LENGTH
SIZE NUMBER OF ELEMENT S

2 3 4 5 6
DN15 / 1/2” 125 150 175 200 225
DN20 / 3/4” 149 184 219 254 289
DN25 / 1” 169 214 259 304 349
DN32 / 11/4” 215 275 330 390 445
DN32 / 11/2” 233 303 368 433 498
DN50 / 2” 290 370 455 540 625
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ASTM 16.5 FL ANGE MIXER

POS NUMBER DESCRIPTION MATERIAL CERTIFIC ATE

1 2 WN/RF F lange EN 10204 3.1B
2 1 Housing sch 40 s EN 10204 3.1B
3 Spiral  shaped element EN 10204 2.2

WELDING DETAIL S

INS TALL ATION LENGTH
SIZE NUMBER OF ELEMENT S

2 3 4 5 6
1/2” 150 175 200 225 250
3/4” 174 209 244 279 314
1” 200 245 290 335 380
11/4” 229 289 344 404 459
11/2” 257 327 392 457 522
2” 307 387 472 557 642
21/2” 350 450 550 650 750
3” 400 520 650 770 900
4” 488 648 818 978 1148

DIMENSIONS OF TUBES
DIN AS TM Dimensions Int.  d

DN15 1/2” 21,34 x  2,77 15,8
DN20 3/4” 26,67 x  2,87 20,9
DN25 1” 33,4 x  3,38 26,6
DN32 11/4” 42,16 x  3,56 35,0
DN40 11/2” 48,26 x  3,68 40,9
DN50 2” 60,33 x  3,91 52,5
DN65 21/2” 73,03 x  5,16 62,7
DN80 3” 88,90 x  5,49 77,9

DN100 4” 114,30 x  6,02 102,3

Detai l  B

1 -  P ipe + f lange
connect ions

2 -  P ipe + T-piece
connect ions

3 -  F lange + T-piece
connect ions

Detai l  C

1 -  Console to pipe
connect ions

2 -  Console to bracket
connect ions

3 -  E lements  in  pipe
connect ions

There is  no x-ray 
possible,  only  
penetrant

Detai l  D

1 -  Inject ion pipe into main 
housing connect ions

There is  no x-ray poss ible,
only  penetrant
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a1 = 0.7 x  T
a2 = 0.7 x  T
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Dimensions are subject  to change without  not ice.
Tolerances according ASTM A312.
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PVC UNION JOINT MIXER

PVC WELDING END MIXER

Installation length

D

FLOW DIRECTION

Installation length
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FLOW DIRECTION

Dimension Instal lat ion length

DN Diameter Wal l  thickness Number  of  e lements

(mm) (mm) 2 3 4 5 6

10 16 1,2 60 81 103 124 146
15 20 1,5 70 98 125 151 178
20 25 1,9 84 118 152 185 219
25 32 2,4 103 147 190 233 276
32 40 3,0 125 179 234 287 341
40 50 3,7 152 220 289 356 424
50 63 4,7 182 267 353 444 530
65 75 5,6 214 316 418 525 627
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PVC FL ANGE MIXER

Dimension Instal lat ion length

DN Diameter Wal l  thickness Number  of  e lements

(mm) (mm) 2 3 4 5 6

10 16 1,2 66 87 109 130 152
15 20 1,5 76 104 131 157 184
20 25 1,9 90 124 158 191 225
25 32 2,4 109 153 196 239 282
32 40 3,0 131 185 240 293 347
40 50 3,7 158 226 295 362 430
50 63 4,7 188 273 359 450 536
65 75 5,6 220 322 424 531 633

Dimension Instal lat ion length

DN Diameter Wal l  thickness Number  of  e lements

(mm) (mm) 2 3 4 5 6

10 16 1,2 73 94 116 137 159
15 20 1,5 83 111 138 164 191
20 25 1,9 97 131 165 198 232
25 32 2,4 116 160 203 248 291
32 40 3,0 140 194 249 304 358
40 50 3,7 169 237 306 369 437
50 63 4,7 203 288 374 463 549
65 75 5,6 235 337 439 546 648
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DN10 (3/8’’ Sch40) PMS type
2 3 4 5 6

pressure drop [Bar]
0,01 0,01

0,1 0,1 0,1
0,2 0,3 0,4 0,5
0,5 0,7 0,9 1,1
0,9 1,2 1,6 2,0
1,8 2,6 3,5 4,4
3,1 4,6 6,2 7,7
4,8 7,2 9,6

6,6 10,7
11,2

DN15 (1/2’’ Sch40) PMS type
2 3 4 5 6

pressure drop [Bar]
<0,01 <0,01 <0,01
0,03 0,04 0,05

0,1 0,2 0,2
0,2 0,3 0,3 0,4
0,4 0,5 0,6 0,7
0,7 1,0 1,2 1,5
1,3 1,7 2,2 2,7
1,9 2,6 3,3 4,2
4,1 5,6 7,4 9,3

4,6 6,9 9,8
9,7

DN25 (1’’ Sch40) PMS type
2 3 4 5 6

pressure drop [Bar]
<0,01

<0,01 0,01 0,01
0,02 0,02 0,02
0,04 0,04 0,05

0,05 0,06 0,08 0,09
0,1 0,1 0,2 0,2
0,2 0,2 0,3 0,3
0,3 0,3 0,4 0,5
0,6 0,7 0,9 1,1
0,9 1,3 1,6 1,9
2,0 2,6 3,5 4,3

2,2 3,3 4,6 6,1 7,6
4,7 7,0
8,0

DN32 (11/4’’ Sch40) PMS type
2 3 4 5 6

pressure drop [Bar]
<0,01

<0,01 <0,01
0,01 0,01 0,01
0,01 0,02 0,02
0,02 0,03 0,03

0,03 0,05 0,06 0,07
0,06 0,08 0,1 0,1
0,09 0,1 0,2 0,2
0,2 0,3 0,3 0,4
0,3 0,4 0,6 0,7
0,7 0,9 1,2 1,5
1,2 1,6 2,1 2,6

1,7 2,5 3,5 4,6 5,8
2,8 4,2 6,1 8,2
4,2 6,4 9,6

# elements
flow [m3/hr]

0,1
0,5
1,0
1,5

➝ 2,0
3,0
4,0
5,0
7,5
10
15
20
30
40
50

DN20 (3/4’’ Sch40) PMS type
2 3 4 5 6

pressure drop [Bar]
<0,01 <0,01

0,01 0,01 0,02
0,0 0,05 0,07

0,07 0,1 0,1 0,1

➝ 0,1 0,2 0,2 0,2
0,3 0,3 0,4 0,5
0,4 0,6 0,8 0,9
0,7 0,9 1,2 1,5
1,4 2,0 2,6 3,2
2,4 3,4 4,6 5,7

3,3 5,1 7,7
5,6 9,1

➝

DN40 (11/2’’ Sch40) PMS type
2 3 4 5 6

pressure drop [Bar]
<0,01

<0,01 <0,01
<0,01 <0,01 <0,01
0,01 0,01 0,01
0,01 0,02 0,02

0,02 0,03 0,03 0,04
0,03 0,04 0,05 0,06
0,05 0,07 0,08 0,10

0,1 0,1 0,2 0,2
0,2 0,2 0,3 0,4
0,4 0,5 0,6 0,8
0,6 0,9 1,1 1,3

0,9 1,4 1,8 2,3 2,9
1,5 2,3 3,1 4,1 5,1
2,3 3,5 4,8 6,4 8,0

DN50 (2’’ Sch40) PMS type
2 3 4 5 6

pressure drop [Bar]
<0,01

<0,01 <0,01
<0,01 <0,01 <0,01
<0,01 <0,01 <0,01
<0,01 0,01 0,01

0,01 0,01 0,01 0,01
0,01 0,02 0,02 0,02
0,02 0,03 0,03 0,04
0,04 0,05 0,07 0,08

0,05 0,1 0,1 0,1 0,1
0,1 0,1 0,2 0,2 0,3
0,2 0,2 0,3 0,4 0,5
0,3 0,5 0,7 0,9 1,0
0,6 0,9 1,2 1,5 1,8
0,9 1,3 1,8 2,2 2,7

DN80 (3’’ Sch40) PMS type
2 3 4 5 6

pressure drop [Bar]

<0,01
<0,01 <0,01
<0,01 <0,01

<0,01 <0,01 <0,01
<0,01 <0,01 <0,01
<0,01 <0,01 0,01

0,01 0,01 0,01
0,01 0,01 0,02

0,02 0,02 0,03 0,03
0,03 0,04 0,05 0,06

0,1 0,1 0,1 0,1
0,1 0,2 0,2 0,2
0,2 0,3 0,3 0,4

0,2 0,3 0,4 0,5 0,6

DN100 (4’’ Sch40) PMS type
2 3 4 5 6

pressure drop [Bar]

<0,01
<0,01 <0,01
<0,01 <0,01

<0,01 <0,01 <0,01
<0,01 <0,01 <0,01
<0,01 <0,01 <0,01
<0,01 <0,01 <0,01

<0,01 <0,01 0,01 0,01
0,01 0,01 0,01 0,01
0,01 0,02 0,02 0,02
0,02 0,03 0,03 0,04
0,04 0,05 0,07 0,08
0,07 0,09 0,11 0,14

0,07 0,10 0,14 0,17 0,21

# elements
flow [m3/hr]

0,1
0,5
1,0
1,5
2,0
3,0
4,0
5,0
7,5
10
15
20
30
40
50

DN65 (21/2’’ Sch40) PMS type
2 3 4 5 6

pressure drop [Bar]

<0,01 <0,01
<0,01 <0,01
<0,01 <0,01

<0,01 <0,01 <0,01
0,01 0,01 0,01
0,01 0,01 0,01
0,01 0,02 0,02

0,02 0,03 0,03 0,04
0,03 0,05 0,06 0,07

0,1 0,1 0,1 0,1
0,1 0,2 0,2 0,2
0,3 0,4 0,4 0,5

0,3 0,4 0,6 0,7 0,9
0,4 0,7 0,9 1,1 1,3

PMS SELECTOR CHART
PMS static mixer selector option 1:
1) Select your total maximum flow in the table below
2) Find the maximum allowable pressure drop at the smallest static mixer size
3) Select the smallest number of mixer elements

Table 1: Pressure drop at technical homogenous (t/m >96%) mixing for static mixers operated with water like fluids 

Range of most common mixer types

Example of size selection:
Select a static mixer size DN20 for 2 m3/hr fluid at minimum pressure drop
1) Select the table DN20
2) Select 2 m3/hr
3) Find the number of mixer elements at the lowest pressure drop
4) 3 mixer elements at 0,1 bar creates a technical homogenous mixture
5) Selected size is PMS20-3

Please contact our sales department in case of different sizes and/or fluids.

PMS static mixer selector option 2:
1) Select your required line size
2) Find the maximum allowable pressure drop at your maximum flow
3) Select the number of mixer elements

Primix static mixer type description

Connection type

Construction material

Number of elements

Nominal diameter

Primix standard helical elements

PMS 20  –  3  –  316L  –  DIN 2576




